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DLA product family

Introducing the 

DLA 200, DLA 350, DLA 350 B

DLA 351 (xxx) DLA 352 (i – N)
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The DLA product range of Sparnex Instruments

The physical line reference for testing
any broadband wireline transmission technology

➢ Programmable line / length reference between wireline modems

➢ Desktop/SLIM-line version or 19” subrack format

➢ High accuracy, reliable & repeatable results, small stepsizes

➢ Line types 26 AWG / 0.4 mm / 0.5 mm / TP100

➢ Applicable for all your proof of concept TR60, TR100, TR105,
TR-114, TR-115 , 101.524, 101.388, TR-337, TR-380, TR-476, …

➢ Artificial line filter technology products from DC to 250 MHz
including G.fast, A-S-VDSL, Profile 35b, Vectored DSL, G.fast 212, 
GHNA, SPE, 10/100base-T, Gigabit Ethernet, PoE, RPF, ..

➢ Design and development by the same engineering group who 
invented the active LSX/DLS physical layer simulator concept
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DLA 200

Line module 2,2 MHz

SDSL, SHDSL, ADSL, ADSL2plus

DLA 350

Line module 35 MHz

SHDSL, ADSL, ADSL2plus- VDSL2 (up to profile 35b)

xDSL Test lines modules:                    
small and accurate
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DLA-S – Applications

CPE DSLAM

Type Cable Length SHDSL ADSL ADSL2+ VDSL2 G.fast GHNA Noise µInt CLI

DLA 200 0,4 mm 5 km Yes Yes Yes No No No No No No

DLA 350 0,4 mm 3,2 km Yes Yes Yes Yes No No No No Y

DLA 350i 26AWG 18,5 kft Yes Yes Yes Yes No No No No Y

DLA 351 TP100 750 m Yes Yes Yes Yes Yes Yes No Y Y

DLA 352 0,4/26 6,3 Yes Yes Yes Yes No No No Y Y

DLA 352N 0,4/26 6,3 Yes Yes Yes Yes No No Yes Y Y
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DLA-S (19” subrack) - Specifications

➢ 19” inch type DLA 352 (xxx) for all versions

➢ Optional

➢ Micro interrupts
➢ CLI remote control of DLA 351 & DLA 352
➢ WGN 35 (VDSL2) white noise or ARB 576 programmable  

noise with noise injector up to 35 MHz built-in
➢ Extension with ASM 421 switch patch

(ADSL2plus, SHDSL, VDSL2, 35b, G.fast, SPE, GNA ..)
➢ Reference for Standarisation
➢ Interoperability compliance testing
➢ Software / Regression / Repair testing
➢ Most versatile and accurate system on the market
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Sparnex Instruments ...

Physical Layer Experts  

➢ 40 years of experience in physical layer matters

➢ The only programmable cable simulator LSX platform in the world

➢ an accuracy 10 times better than common used loopsimulators
with stepsize of 0,1 dB, 1.5 meter or 5 feet

➢ guaranteed test results at all time

➢ can simulate any type of cable/noise with the same platform

➢ small automated test systems as well as full blown performance
testing according any (programmable) Standard

➢ Full range of artificial line filter attenuators (DLA product range)

➢ Benchmark your products with SI - your product quality stamp

➢ expertise in common mode testing, splitter testing, noise
modelers, Hlog accuracy testing, GHn.home simulation, PLC,
chipset performance testing, bonding testing ...

➢ xDSL Industry Worldwide Standard Reference (ITU-T / BBF)
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Sparnex Instruments ...

A complete range of equipment, solutions and 
service for broadband connectivity testing

➢ DSLAM emulators, DSLAM drivers, DSLAM report generators

➢ Automated test concept for 24/7 testing

➢ Physical layer switches and matrix in automated test setups

➢ Spectrum/network analyzers for physical layer characterization

➢ DELT/SELT/PSD mask verification testing

➢ Network Emulation for testing modem/routers, gateways, .. 

➢ Mixed Impedance loop testing and Impulse Noise testing

➢ Physical layer traffic generation for throughput testing

➢ Modular Programmable Laboratory DSL switch matrix patching

➢ pre-programmed Standard or customized test suites, and services

High-end test equipment for broadband access technologies includes:
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A group of physical layer experts for simulation 
and testing of broadband connectivity technology

Testing with Sparnex Instruments
guarantees your Quality of Products & Services  

Sparnex Instruments ...

Test solutions & products
for any wireline transmission technology over 

Twisted Pair – Coax – Electricity cables
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